
EVAXON EASY S 180
The device is a ready-made concept for connecting 
satellites or pantographs as well as creating and expanding 
charging hubs. Supports a wide range of electric vehicles. It 
is designed to integrate with all charging service providers.

Expressways Parking lots

Petrol stations Logistics parks

Rest areas Commercial spaces

Charging hubs

Power 180 kW

Device type Power Unit

Power class
Fast Charging

for High Power Charging
- depending on the satellite

Number of 
outputs x3

Voltage range 150 - 1000 V

Max. charging current 250 A / 3 x 100 A

Hub charging variants Satellites - Sat Box, Sat One +
Pantograph - Link One

Plug & Charge ready

ekoenergetyka.com photomate.eu
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Operation via intuitive 7'' screen 
integrated with RFID

Cable reel (optional)

Mounting pole (optional)

Signal column (optional)

Communication with Power  
Unit (fiber optic)

Housing resistant to vandalism and 
temperatures between -25°C and 
+55°C

Signal column

AXON EASY S 180
For wall / facade mounting

Housing resistant to vandalism and temperatures 
between -25°C and +55 °C

maintaining low noise emissions <60 dBA

Service access on three sides of the charger

Remote diagnostics and software updates

SAT ONE + SAT BOX

POWER SPLIT 3 x 60 kW  
or 1 x 180 kW

Stationary 
housing version

Compatibility 
with vehicles

Charging up 
to 3 vehicles 
simultaneously

3 charging points
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